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SYSTEM REQUIREMENTS
1)  Microsoft .NET Framework 4 Client Profile

          (Eye P.A. installer will direct you to download)

2)  Microsoft .NET Framework 4 Extended

     (Eye P.A. installer will direct you to download)

   INSTALLATION
1)  Download the latest version of Eye P.A. from MetaGeek
     http://www.metageek.net/products/eye-pa/download

2)  Once the file has finished downloading, double-click on the installer.
     Go through the installation dialogue.  The program will install under
     the directory “MetaGeek.”

3)  Double click on the icon “Eye P.A.” to start the application.

     If this is the first time Eye P.A. is run, it will ask for a license key.

     If you do not have a license key, click the “Continue Trial” button to
     run Eye P.A. in full evaluation mode free for 15 days.

   Eye P.A. by MetaGeek                                             USER GUIDE                                             page 3

http://www.google.com/url?q=http%3A%2F%2Fwww.metageek.net%2Fproducts%2Feye-pa%2Fdownload%2F&sa=D&sntz=1&usg=AFQjCNHgies9FBy6aa8WQGUcTb-IhNEdOg


DIRECT CAPTURE
Eye P.A. can capture 802.11 packets with an accompanying AirPcap Nx USB

adapter.

To begin, connect your device to your

computer’s USB and open Eye P.A. Click the

START category at the top of the screen.

Here you will select your AirPcap, the 2.4 or 5

GHz band and the channel that you wish to

scan.  Click START CAPTURE to begin

accumulating raw 802.11 frames. If for some reason your packet capture fails, Eye

P.A. will attempt to recover your data.
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Eye P.A. examines a variety of aspects of your capture, and will provide analysis based

upon what it finds.

After starring the networks you are interested in, a pie chart will be shown that displays

the percentages of the starred network’s data, retransmits, control, and management

packets compared to the percentage of packets belonging to other networks. The

remaining black area of the pie chart represents the amount of available air time.

Below the pie chart, you will find suggestions for adjustments you can make in order to

better your wireless network’s performance. The areas where Eye P.A. looks for

improvements include protection mechanisms, presence of legacy rates, high

retransmission rates, encryption settings, and channel choice issues.

   Eye P.A. by MetaGeek                                             USER GUIDE                                             page 15



Any applicable tips will be shown for each network you star. Clicking the clipboard icon to

the right of your selected network’s name in the tips window will copy the tips for that

network to your clipboard, allowing for easy export.

COPY TO CLIPBOARD
In each pane of Eye P.A. you will see a clipboard icon. Clicking this will copy the
contents of the pane to the clipboard. The time graph and and treepies will be
copied as images, while the active selection and associated data table will be
copied as a csv.
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SEND TO WIRESHARK

Send any layer of the multi-layer pie chart to WireShark by clicking “File” in the

main menu and then “Send to WireShark.”  Conveniently, Eye P.A. automatically

bundles up the data in the current multi-layer pie chart, applies the filters you’ve

drilled down to select, and sends all of the packets to WireShark for more

in-depth analysis.
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